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‘;f'p Project Goal

: Accelerate foundational R&D of innovative materials for advanced water splitting (AWS)
technologies to enable clean, sustainable, and low-cost ($1/kg H,) hydrogen production.
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HydroGEN is focused on early-stage R&D in H, production and fosters cross-cutting innovation using theory-guided
applied materials R&D to advance all emerging water-splitting pathways for hydrogen production
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&P HydroGEN Overview

Timeline and Budget
Start date (launch): June 2016

FY16 DOE funding: $2M

FY17 DOE funding: $3.5M

FY18 DOE funding: $9.9M

FY19 DOE funding: $8.4M

FY20 DOE funding: $13.175 M
FY21 DOE funding: $5.7 M
Planned FY22 DOE funding: $7.3 M

Total DOE funding received to date: $43.8M
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Relevance and Impact

H2@Scale: Enabling Affordable, Reliable, Clean and Secure energy

HydroGEN

Advanced Water Splitting Materials
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Source: DOE Hydrogen and Fuel Cell Technologies Office, https://energy.gov/eere/fuelcells/h2-scale
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Transportation and Beyond

Large-scale, low-cost hydrogen from diverse
domestic resources enables an
economically competitive and
environmentally beneficial future energy

system across sectors

Hydrogen can address specific applications
that are hard to decarbonize

Today: 10 MMT H, in the US

Economic potential: 2x to 4x more

Materials innovations are key to enhancing
performance, durability, and reduce cost
of hydrogen generation, storage,
distribution, and utilization technologies
key to H2@Scale

“Hydrogen at Scale (H,@Scale): Key to a Clean, Economic, and Sustainable Energy
System,” Bryan Pivovar, Neha Rustagi, Sunita Satyapal, Electrochem. Soc. Interface

Spring 2018 27(1): 47-52; doi:10.1149/2.F04181if.



Approach and Relevance

Materials Integration Focus
Electrolysis Performance
& Durability
Targeted, focused effort to

enable
5 year aggressive target
Includes understanding
durability and test protocol
development

FOA/
CRADA

Materials R&D Focus

Seedlings HydroGEN 2.0
FOA (Lower TRL & core
capabilities)

HTE, PEC, AEME, STCH
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HydroGEN Materials R&D Feeds to H2ZNEW Materials Integration

Manufacturing and

Scale-up

Roll to Roll (R2R)
consortium,
leveraging AMO
Electrode fabrication

diagnostics

H2NEW (Hydrogen from
Next-generation
Electrolyzers of Water):

*  Polymer electrolyte membrane
(PEM) electrolysis

*  Oxygen-conducting solid oxide
electrolysis (SOEC)

HydroGEN 2.0 (lower TRL AWS):

* Alkaline exchange membrane (AEM)
electrolysis

* Metal-supported SOEC (MS-SOEC)
* Proton-conducting SOEC (p-SOEC)
* Photoelectrochemical (PEC)

e Solar thermochemical (STCH)




‘:ﬂ HydroGEN 2.0 EMN Collaboration and Approaches

HydroGEN 2.0: +
« Total: $4 M/year for 3 years (started on Oct. 1, 2020)

HydroGEN 1.0:
» Lab capabilities and experts support

- Early-Stage Materials R&D Projects projects
Data Hub ) "
Director HydroGEN Materials Capability Network
Huven Dinh Technology Transfer .
?NREL) , 31 Lab-FOA Projects
Website, SharePoint Site, Zotero Library
R 5 /STCH Node Labs /STCH FOA Projects
esearc T, | supportthrough: ml
| | | | () &=, INL i ) »
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Effectiveness of HydroGEN EMN Framework

Collaboration / Accomplishments, Streamline Access

39 unnersies 2 Funding Agencies

Tos 10 companies

o
= CoreLab ® Lab
==peExTo & Industry
roject
Pal{l(ipa ¢ B University
~ NSF DMREF
Project
Participant
5 it Cooperative
Non-Disclosure Irg:!(l)leclual Materials Resegmh e
perty Transfer
Agreement Development
(NDA) Management Agreement Agreement
Plan (IPMP) (MTA) (CRADA)
Information n Freed Tt B
Disclosure IP Protection rg;err);ue o Collaboration

https://www.h2awsm.org/working-with-hydrogen

118 Publications, Impact factor* = 2.20
2,783 citations, 436 authors

4 community benchmarking workshops
33 project NDAs, 2 MTAs

46 capabilities utilized across 6 labs

g Materials Consortium

HydroGEN is vastly collaborative, has produced many high value

disseminating them to the R&D community.

HydroGEN: Advanced Water Splitting Materials

*Field-weighted citation impact (FWCI) indicates how the number of citations received by the
Publication Set’s publications compares with the average number of citations received by all
other similar publications in Scopus.


https://www.h2awsm.org/working-with-hydrogen

Contributed 2 Articles to ECS Interfaces Winter Issue (Jan. 2022)

Accomplishments
1. How to Make Clean Hydrogen AWSM: The Advanced Water Splitting Materials Consortium
by Shaun Alia, Dong Ding, Anthony McDaniel, Francesca M. Toma, Huyen N. Dinh

2. Hydrogen: Targeting $1/kg in 1 Decade
by Bryan S. Pivovar, Mark F. Ruth, Deborah J. Myers, Huyen N. Dinh
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(:f) Effectiveness of HydroGEN Framework: Website Outreach

Publications

https://h2awsm.org |

LIST OF PUBLICATIONS
Fitorthalist vpa, water sp¥iing to

' tochinclogy, and yaar, Vist our workshops and mestings page to find matorals fror

Website connects users to capabilities, publications,

research highlights, contacts, and the Data Hub

Hyd roGEN Cumulative Website Usage Publications database has search filters for type, year,

and advanced water splitting technology, and ability to
export results to citation management software

I, 77592

Page Views 50,195 B T B Gl e it o’ P D
23,382 e ’ :
News
_ 29,376 ] 201 9_2022 HydraGEI!AReAsearchers Contributed to ECS Interface Magazine Hydrogen's Big Shot »
Sessions 18,414 S
7 353 and with advanced electrolyzer st issue of The Elec
’ 2019-2021
Sr_lfring_Dalaainn\_lirlual Hubs i Energy i , Spurs C ion »
B 0-.720 2019-2020
Users 14,326 News articles highlight research and accomplishments,
5,407 including a paper about the Energy Materials Network

Data Hub and contributions to ECS Interface Magazine

HydroGEN: Advanced Water Splitting Materials


https://h2awsm.org/

& Effectiveness of HydroGEN Framework:
ﬁ' Data Hub Accomplishments

https://datahub.h2awsm.org/

Growing &
active user
community

FY21-22
Total

B New site Visitor

I Returning Site Visitor

: Site Visits
to Date

Datasets |Files i
Projects (Users [Added added |Visitors

48 2,253 2,450
334 416 4,060 4,590

Data Hub 2021-2022 Year in Review

Within 3,309
US
Outside 1,757
Us

Data Team:

HydroGEN: Advanced Water Splitting Materials

Data Hub Analytics Per Year
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* Developed Metadata Service as a solution to
enable more robust metadata curation and
validation.

* Defined energy materials data standards in
metadata for better integration between
multiple labs throughout the EMN.

* Major upgrade of core application
infrastructure to maintain security and cyber
standards

Many Types of Experimental Data

Material characterization

*  XRD, SFR, XPS, XRF, SEM, TEM, Raman
Device performance

* Electrolysis, PEC J-V, IPCE, Tafel plots
Materials durability data

* TGA, membrane conductivity

XRD = x-ray diffraction; SFR = stagnation flow reactor; J-V = current vs. voltage data;
TEM = transmission electron microscopy

XPS = x-ray photoelectron spectroscopy; TGA = thermal gravimetric analysis; IPCE =
incident photon to current efficiency

Other = Raman spectroscopy, rheology, helium ion microscope images, 0
conductivity, dilatometry, kinetic, XRF



N, Community Approach to Benchmarking and Protocol Development
for AWS Technologies Accomplishments

Goal: Develop best practices in materials Accomplishments:

accelerate materials discovery and development . 36 test protocols drafted and reviewed

* 12 test protocols submitted to Frontiers in Energy special
issue for publication

* 11 test protocols reviewed and ready for public dissemination
on Data Hub

Best Practices in Materials Characterization

Pl: Kathy Ayers, Nel Hydrogen (LTE) @
Co-Pls: Ellen B. Stechel, ASU (STCH) @

Olga Marina, PNNL (HTE) .. . .
’ 40 additional protocols in drafting process
CX Xiang, Caltech (PEC) P &P

Consultant: Karl Gross, George Roberts Dfevelor.)ed hlg.h-level r?admaps by AWS tec.hnology
- — — Disseminated information to AWS community through

‘Conductivity and T 3 Number D inati Is for John S Hardy, Aniruddha Pramod Kulkami, Jeffry W Stevenson and

Sald o ol Vareril Olga A Marina HydroGEN Data Hub, website, SharePoint site, email, quarterly

I-Supported Solid Oxide Electrolysis Cell Test Standard Operating

Procedure Fengyu Shen, Martha Welander and Michael C. Tucker HTE I d k h

Standard Operating Protocol for lon Exchange Capacity of Anion Lan Wang, Santiago Rojas-Carbonell, Keda Hu, Brian P Setzler, e news etters; and WOrkKs Ops

Exchange Membranes Andrew R Motz, Matthew E Ueckermann and Yushan Yan

Assessing the Oxidative Stability of Anion Exchange Membranes in Christopher Arges, Vijay Ramani, Zhongyang Wang and Ryan J e Pa rti ci pati on fro m both Hyd roG E N an d H 2 N EW conso rt i a
eous Alkali Ouimet

duction Electrocatalyst
xchange Membrane

Ein Bahm Creel, Xiong Ly, Geoff Moo, Ryan Ouimetond Strong community engagement and participation, nationally and

Alexey Serov

Shaun M Al snd Nemria Drilorc internationally

Electrolysis Application
Rotating Disk Electrode Standardization and Best Practices in Acidic

Oxygen ion for Low Temp lectrolysi
2 Maria Toma, Olivia Alley, K Wyatt, Myles Steiner,
Best practices in PEC: How to reliably measure solar-to-hydrogen rancesca arta foma, Gllvia Aey, Beenan HWyatt, Myles Steiner
- Guiij Liu, Tobias Kistler, Guoseng Zeng, David Larson, Jason PEC
efficiency of photocathodes
Cooper, James Young and Todd Duetsch
Srinivas Vanka, G Zeng, Todd G Deutsch, Fi Mari
Long-Term Stability Metrics of Photoelectrochemical Water Splitting rinives Vanka, Buosong eng, fodd & Beutsch, francesca Marla PEC
Toma and Zetian Mi
< ive Costings: Optical, Electrical, | Shu Hu, Xin Shen, Rito Yanagi, Devan Solanki, Hacging Su, oec
ic Ch izati Zhaohan Li and Chengxiang Xiang
Co easurement of Incident Photon to David Shai Ellis, Yifst Piekner, Daniel Aldo Grave, Patrick Schnsll |

y (IPCE) in Photoel. hemical (PEC) Cells and Avner Rothschild
i d thermal redox

A o ! S i Michael D Sanders, Anyka M Bergeson-Keller, Eric N Coker and
protocol for rapid screening of metal oxides for solar thermochemical STCH

R P O'H:
hydrogen production ven avre

for bench king solar th hemical fuel

d N Brendan Bulfin, Miguel Miranda and Aldo Steinfeld STCH
processes and reactors

HydroGEN: Advanced Water Splitting Materials 11
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Science Challenges for HydroGEN 2.0:

Approach

LTE: improve AEM electrolysis performance and durability by determining the
role of supporting electrolyte and the limiting factors behind DI water operation

HTE:

=  MS-SOEC: improve performance and durability with a scale-up cell

=  p-SOEC: understand the proton conduction and electronic leakage
mechanisms of electrolyte materials in proton-conducting SOEC

PEC: materials stability and device durability

STCH: identify and understand how structural features, composition, and defect
dynamics engender high capacity—high yield behavior in materials

Cross-Cutting Modeling: theory-guided design to
analyze performance and durability of materials
under simulated operating conditions

HydroGEN: Advanced Water Splitting Materials
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é-i Responses to Previous Year Reviewers’ Comments

The current form of the consortium is extremely laboratory-heavy. HydroGEN 1.0 had 30 funding opportunity announcement (FOA)
projects, and HydroGEN 2.0 appears to have five to date. While the laboratories within the consortium are collaborating very well
together, HydroGEN 2.0 should ensure that similar outreach and external interaction to HydroGEN is achieved.

* HydroGEN 2.0 is comprised five specific R&D projects that are carried out by the consortium national labs. In addition to this,
the HydroGEN consortium labs continue to support the eleven Round 2 FOA projects. The Round 1 FOA projects have ended.
If DOE has another FOA and awards, then HydroGEN consortium national labs will support, interact, and collaborate with the
new awarded projects.

Overall, this is a great initiative to bring together all fundamental R&D related to hydrogen. Also, the work makes good use of
national laboratory resources.

* Thank you. We agree.
The decision to focus fundamental studies on selected early-TRL areas is a strength.
* Thank you. We agree.

This (collaboration and coordination) is definitely a strong component of the consortium. The external collaboration has greatly
improved the productivity of the national laboratory system and energized the academic and industrial partners. This model should
be continued and stressed.

* Thank you. We agree.

The community would benefit from more thought around how research in each of the different technology areas can support
success in the others. The obvious mechanism is modeling, but it would be good to see this fleshed out more. The “roadmap for
cross-cutting modeling” is a great way to start.

* Thank you. We agree.

HydroGEN: Advanced Water Splitting Materials



éi Responses to Previous Year Reviewers’ Comments

A potential weakness is the project’s lack of a defined pathway to transfer laboratory knowledge to other researchers. For
example, while the super nodes were formed to address key challenges, there is no connection to the balance of the community. It
is unclear how the advancements in IrO2 roll-to-roll coating will get to the U.S.-based companies, such as Plug Power and Nel
Hydrogen, or a U.S.-based membrane electrode assembly manufacturer. It is unclear how the improved solid oxide electrolysis cell
(SOEC) electrode will get utilized by Oxeon or other SOEC companies. In addition, the benchmarking effort appears to disappear
from HydroGEN 2.0. It is unclear how the workshops and other activities will be maintained.

*  Much of the work within HydroGEN has been published and disseminated to the public and some of the work has been
patented and can be licensed by industry. HydroGEN has an intellectual property management plan. Industry partners can
work directly with the HydroGEN labs via DOE FOA projects or CRADAs. The component integration and scale up work have
been moved to the H2ZNEW consortium.

*  The benchmarking effort has not disappeared from HydroGEN 2.0. HydroGEN continues to work with the community and the
benchmarking project and team that organizes workshops and facilitates protocol development. The next step is to publish
the protocols and validate them.

STCH is very modeling-heavy. While this is important work, and the focus of the Energy Materials Network is materials, there are
cases where infrastructure and equipment are necessary to really understand material performance, such as some of the reactor
facilities in Europe. The strategy should include evaluating the need for a domestic resource for these development efforts.

*  While not within the scope of this EMN, we agree with the reviewer’s statement. Moving STCH technology forward will take a
combination of material R&D and hardware (i.e., solar receiver/reactor) R&D. It is very challenging to develop one without the
other because concepts for receiver design, cycle operation, and even plant optimization are critically linked to studying
material behavior within these systems.

HydroGEN: Advanced Water Splitting Materials



éi Responses to Previous Year Reviewers’ Comments

The demarcation of HydroGEN 2.0 and Hydrogen from Next-generation Electrolyzers of Water (H2NEW) based on current technology
readiness levels (TRLs) is smart and practical to move the two consortiums forward. It is a good idea to focus HydroGEN 2.0 on low-TRL
areas of AWS R&D, since low-temperature polymer electrolyte membrane (PEM) electrolyzers are far more advanced compared to other
AWS routes. Although the HydroGEN 2.0 scope seems to specifically exclude PEM-based LTE technologies, it is not clear why PEM
electrolysis projects are still in the portfolio.

* The Chemours seedling (P186, A. Park) is the only HydroGEN EMN effort in PEM-based LTE technologies. The project focuses on
developing membranes with low hydrogen cross-over. Materials development falls within HydroGEN. HydroGEN does not
specifically exclude PEM-based LTE technologies. It includes material development and excludes integration and scale up.
Furthermore, this seedling began in 2019, prior to the formation of HZNEW and the demarcation of HydroGEN/H2NEW, and has
met milestone and GNG decisions and is continuing until to the third budget period of the project.

Given the commercial state of LTE PEM technology, it is not clear that the consortium should continue to invest in PEM electrolyzer
component integration. The project should consider moving PEM electrolysis work to HZNEW instead. It is not compatible with the rest
of the low-TRL efforts.

* HydroGEN does not work on PEM electrolyzer component integration, only materials development. The PEM electrolyzer
component integration and scale up work has been moved to HZNEW consortium.

HydroGEN: Advanced Water Splitting Materials 15



olar Thermochemical Water plttlng
Accomplishments: Tony McDaniel
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Qp STCH Top Accomplishments

* Theory-based computational tools developed by seedling projects are rapidly
identifying new STCH materials.

e Software tools are in place and continue to evolve for critically assessing STCH
pathway viability based on measured material properties.

* A high-throughput materials search strategy has been developed to identify STCH
materials using DFT and a Machine Learning (ML) model. Workflow applied to
10,000’s oxides found in Materials Project, identified ~200 promising new STCH
compounds.

HydroGEN: Advanced Water Splitting Materials
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Technical Accomplishments: Theory-based Computational Tools
Rapidly Identifying New STCH Materials

* Use machine-learned models coupled to

DFT to discover new redox materials.
— Rapidly screen materials based on machine-
learned predicted stability
— Formulate descriptor(s) for predicting reaction
network energetics and eqU|I|br|um
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* Develop design rules for high-entropy

perovskite oxides.
— Theoretical screening of HEPO materials using
DFT Monte-Carlo
— Non-stoichiometry of redox cycles studied and
results fed back into theoretical calculations
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* Incorporate second redox active sublattice to

modify thermodynamics.
— DFT method to predict Ad a priori using simple
sublattice model formulations
— Discover compounds with optimized thermo (6H, 8S)

FSl

Arizona State
University

Potential cations redox- LY
active simultaneously . e ,

(. Water splitting functionality has been )

verified in several predicted formulations

* Validated high-throughput computational
tools are rapidly expanding the known
STCH material space

\ b Y




& Technical Accomplishments UCSD Seedling Project: Project ID
HydroGEN Node Support Provided by NREL and SNL PD194

* Subtle compositional variation in I T
— as} 2 —zx
Lag gSro .(MngFe ;€O 16 or 0.40)Al) O3 o | T N s
greatly affects redox behavior. g g )
HEPO-S1 (Lag gSr0.2)(Mng 55Fe25C04 16Al026) O3 R Ve TN S0y 0 BN~ S | o0 1500 2000 23003000
HEPO-54 (Lags5r0 ) (Mng Fe, ,C0p 4Al, ) O $.% 1000 2000 3%";:?2; 5000 6000 Time (s)

Monte-Carlo simulations

» Sampled configurational disorder via™ ** ¥ wmes — ) bulk
Monte-Carlo simulations for bulk |
and O vacancy defect structures.

— Short range ordering (SRO) is moderate
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Technical Accomplishments STCH 2.0:
Critically Assess STCH Pathway Viability

Software developed in pure python to formulate a
robust material thermodynamic model from TGA data.
— Jupyter notebooks for interfacing platform
— ML approach for term selection in compound energy formalism (CEF)
Cycle efficiency model linked to DAKOTA for automated
parametric analysis and optimization.

Developing a radar plot to graphically depict material
performance normalized to CeO,.

— coordinating with Benchmarking Group for metrics and choice of

@lgorously assess selected material formulatlonsD ;

exemplar materials (FeAl,O,, Ba,CeMn;0,,, seedlmg projects)

METRIC VALUE

0 [G
solth,loss

Ce02 delta.T-pO2 @ 1723.15K

Receiver aperture:

= 2eaty

Reduction
reactor

Efficiency AG® (homolysis) / AHz
Efficiency optimum derived from model?
Kinetic Time to 90% of A (H,0)

0, capacity, &z
H, capacity, A
H, capacity, A8
H, capacity, A3
H, capacity, A

mole 0,/mole atom (10pa 0,)

mole H,/mole atom (H,0)

mole H,/mole atom (H,0:H, = 1000)
mole H,/mole atom (H,0:H, = 100)
mole H,/mole atom (H,0:H, = 10)
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& Technical Accomplishments STCH 2.0: Apply Theory-guided Design of
Materials to Achieve High Capacity - High Yield H, Production

* Developed a DFT-trained Machine Learning model to identify STCH materials.
— Global defect properties (4H,) encoded in ground-state crystal structure

* Diverse and unique DFT training space comprised of 200 binary and ternary oxides.
— Range of oxidation states (2* to 5), ionic radii, coordination environments
— 63 unique crystal structures, 51 unique stoichiometries

CBeyond perovskites: 200 host structuresD Use Crystal Graph Convolutional Neural Network
— 1500 defect relaxations model to screen Materials Project for ALL DEFECTS
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' Relaxed structure, \ Crystal Graph eVIatom Cations in %
Atomic spin and oxidation state, Input Convolution — 4 5
) T ——— Ow
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| ! ! | Vv " o T
frife &) Defect  Relaxed Atomic
ce |Pr [Na Dm[Sm Eu |Gd (T Ir.vy Ho |Er Imﬂ Formation Defect and Host Reference AHp [e\l’/atom]
= E——— / Energy  Supercell Energy  Energy k )
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e Technical Accomplishments STCH 2.0: Graph Neural Network (GNN) Models
h’ Perform “Automated Feature Extraction” Directly from Crystal Structure

* Input host properties. 4 Automatically extract the feature vector h
— relaxed host crystal structure from the crystal, e.g. GNNsl1]

— optional: atom oxidation state, atom
magnetic moment, compound formation
enthalpy, bandgap, e effective mass

* Interpret crystal as a graph.
— nodes = atoms, “bonds” = edges

e Pass information between neighbors.

* Pool atom features to create crystal
feature vector (y).

@

. . [
* Output atom site-specific defect .> O Output
formation energy without knowing O
the relaxed defect structure. R Conv L, hidden Pooling L, hidden

\. J

HydroGEN: Advanced Water Splitting Materials [1] Xie, etal. P.R.L. 120 (14), 2018 22



& Technical Accomplishments STCH 2.0:
Model Validation and High Throughput Screening

I
Compound-wise CV:
2.5
2.0
= 2
2, o
S 1.5 - =
I =
x 2
w .0+ ~—
< = ©
\E/ o
0.5 <d
0.0 T LENLEL LR RL] | T T T
102 103 0 10
Num. Defects AHg4 (DFT) [eV]

r
197 formulas

* Expected AH%, MAE for unseen

compounds < 450 meV.

* Robust prediction of O and non-O

vacancies.

MAE = mean absolute error

HydroGEN: Advanced Water Splitting Materials

< ML screens 10,000’s of MP structures in minutes that >
would take 1,000’s of DFT months

Metric Requirement

Frac. of defects w/AHS > 2.3 eV Fufin = 1
Frac. of defects w/AHS €[2.3,4.0]€V Xy > 0
STCH operating range conditions (Po, ) Ay()z

AH&H< {0,0.4,..}

Compound stability range

Stable in the target range Aj,gg”“ N Aug
2 2

(2) Screen the Materials Project for all defects

Exclude
non-metals

# Defects )

mp-1247717
-

® o
By <01 6
eViatom - cations in

10°

T T
-4 =2 0
AHy, [eV/fatom]

J

(3) Identify targets w/increasingly stringent metrics

114 formulas 34 formulas 16 formulas

9 formulas

# |dentify all candidates L—‘.atit-‘.fying1

(48 training) (33 training) (17 training) (11 training) (9 training) .. .
> meTLl:l » xﬂ'\il’l,2=1 > xm\li.]:l >xll‘\il|,3= 1 » xmill.! =1 mlnlmum reqUIrementS
P Xmg1 >0 ¥ Xmg2 >0 P Xmga >0 ¥ Xmga >0 P xmgz =1
> g > g > g™ > g™ > 4 » Identify candidates with
SrTisFeOss La;MnCoOs BaSr(FeOz)s BasStLa;Fe:Oss Bagln;O; . . .
(m;-ilmmi) (mp-19208) (mp—:z‘;&ﬂﬂ) (mp’-EQG:QG) (mp-2;352) IﬂCreaSlng|y certain performance
': :‘ Ii :‘ A
RStz » Mainly IDs known, synthesizable
P40 Extut 0+
BRI compounds
\ 7

* Model rediscovers known water-splitting
oxides and identifies new ones.
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‘?p Proposed Future Work for STCH 2.0

e STCH 2.0

— Use the technology assessment methodology derived during the course of this project to evaluate
material viability (a selected group of known and new materials will be evaluated for their potential to
meet DOE STCH technology performance targets)

— Demonstrate theory-guided design of materials using machine learning to identify one or more redox
active materials that optimize the capacity/yield tradeoff

* Leverage HydroGEN nodes to enable successful completion and continuation of the

seedling projects.

HydroGEN: Advanced Water Splitting Materials

Any proposed future work is subject to change based on funding levels
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High Temperature Electrolysis (HTE) Technlcal -
“ Accomplishments: Dong Ding

HydroGEN: Advanced Water Splitting Materials 25



é} HydroGEN 1.0 HTE Projects and Lab Collaboration

Project-driven tech transfer, resulting in

* Efficiency * Yield

/”_ HTENodelabs
~SMNL.  INREL

|daho National Transforming ENERGY
Loboratory

Gl

e ]

Sandia
National
Laborataries

- A,
reeeeer ‘I”‘

BERKELEY LAB

B Lawrence Livermore
National Laboratory

HydroGEN: Advanced Water Splitting Materials

* Cost

Support through:

Personnel
Equipment
Expertise
Capability

Materials
Data

* Durability

* Manufacturability

/Interactlve HTE Proleca
p-SOEC 0-SOEC

A2 Raytheon ‘

Technologies

@

Northwestern
University

University of
Connecticut SAINT-GOBAIN
WestVirginia 2
University. L
South Carolina

N

‘REDOX)

Redox Power Systems, LLC

s
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& HydroGEN 1.0 HTE (seedling projects with nodes)
‘2 Technical Accomplishment Highlights

@ LSCF-GDC

e (Northwestern U, LBNL and INL) Developed models to explain and predict Ni migration " [rovcinar HEZ=
degradation in Ni-YSZ fuel electrodes: Analytical calculations and phase-field simulations
of Ni migration in Ni-YSZ fuel electrodes have been developed, where the migration is
driven by a gradient in interfacial tension. The results provide predictions of the factors
that accelerate degradation via this mechanism.

e (USC and INL) Demonstrated a 650°C-barrier layer free and 700°C-bilayer oxygen
electrode for 0-SOEC: Determined exchange current density and transfer coefficient of
each oxygen electrode and developed criterion to predict safe operating condition.
Established a multi-physics electrochem-chemo-mechano model to predict failure mode. o

R /ohm*cm
z
a
0

BOO'C (@ operation condition 1At

e (WVU and INL) Developed 3D hierarchical electrode for durable operation: Developed .
highly performing triple conducting electrode with 3D microstructure and demonstrated il
~1A/cm? at 1.37 V 600°C and durability of <30 mV/1000 h. =l

o (Redox, INL and NREL) Developed multilayer electrolyte with compatible electrode:

1 40 vol, 8 H,0 & 20vol, % O, balanced by N,

1.0 +
Qoo 20000 400 00 0000 800 CO 1000 00
Time (h)

Stable protective layers, deposited by sputtering, tested >200 hours in 50-100% steam at
500°C, and integrated the INL's stable steam electrode.

o (Nexceris and INL) Developed advanced interconnect coating at varied testing metrics:
Explored advanced coatings under aggressive SOEC conditions, and demonstrated < 50
mQ-cm? change for 500 hours.

HydroGEN: Advanced Water Splitting Materials
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HydroGEN 2.0 HTE p-SOEC Approach:

Combine Multi-Scale Computation and Experiment to Develop Electrolyte Material

* Develop effective approaches to suppress electronic leakage by
understanding the proton conduction and electronic leakage

mechanisms.

* Develop a robust, energy-efficient, and reliable electrolyte, for p-SOEC at
500-600°C, achieving high Faradaic efficiency (FE) and long durability.

Framework: Established an efficient framework by

integrating experiment and multi-scale simulation
(DFT/AIMD, phase-field model) for mechanism
study in broad time and size scales.

Experiment: Electrochemical characterization of
state-of-the-art electrolytes to disclose
thermodynamic information for feeding NWU'’s
modeling study.

Phase-field simulation: Studied transference
number of each charge carrier under different
operating conditions.

DFT/AIMD: Explored electronic density distribution,

proton formation and migration in BZY and BCY

based electrolyte materials.
HydroGEN: Advanced Water Splitting Materials

INL experimental

B

____________

ics (AIND) [ broperties of the materials: D,, D, etc

oF | ism of proton formation & migrati

BZY20

E
S 0004
@ 4 e
(L] B s husiniiemu
i w0 A WA

E Information

L] 0008
st 3 M BCZYYbd411 i1 ‘% k
LL L ARad . i 1
ooz M4 ¥
1w 0* 1 o 10 10 1w
POy, at
e} 2
B B o ot S
£ u : 3 BCZYYbTIM ‘§ ]
oin 4oy ”
mb a8 b idaE
1 10 w0 10 10 0

| "
EIS, FTIR, TGA, Raman, XPS, MS,
° oy, 3D e ive medium
approaches
ase el i odel

extraction

Next-GEN electrolyte
materials

Simulation

Electrolyte

1 )
EHZ +O8 = OH® +¢
1 .

302 +1V5" = Of +2hs =

HyO + Vg + 08 =200y

¢ b =il

<500
(]

£ 400 |
E

o 4
2300

-0.025

BZY20

BZCYYb4411

BCY20

DFT models with different elements on B site and different oxygen vacancies 28



é}' HydroGEN 2.0 Technical Progress:

Accurate Validation of Multi-Scale Framework (FY2021 Annual Milestone Completed)

* High accuracy in experimental data simulation

— Electrochemical performance under different operating
conditions was simulated by phase-field models.

— The accuracy of phase-field simulation was validated using
electrochemical experiment data.

— Predictions of optimal conditions will help tune experiment
protocol.
> 75% agreement in predictions

— DFT/AIMD models with different distributions of doped
elements were explored and confirmed by comparison with
lattice parameters from X-ray diffraction patterns.

— Proton formation and migration mechanisms were explored.
Proton migration in BZY and BCY based electrolyte materials
occurs via a Grotthuss mechanism.

— 90.9% of calculated energy barriers agree with the range of
published computational and experimental data.

Validate experiment data Predict optimal conditions

Faraday eefficiency (%)

100

20

80

70

60

\

‘Steam Composition (%)

8

I . Y
.
L ——20% steam, simulation

*

50 |

40

* 4 20% steam,

5

——50% steam, simulation

® 50% steam,

——70% steam, simulation
= 70% steam, experiment

-2

-1.5 -1
current density (Ncmz)

890 ~— S—

< g5
o
3 880

o 875
a

o
g 870] .

5 885
3

8.60

BCY20

— BZCYYbdd 11

BZY20

b
Axis crientation

= Rearientation jumps
o ® Translation jumps

42 11 1 08 D8 07 06 05
Current density (A/cm?)

o o o

o
o O—0 o—0
o Ou_;:/ o o 0.21eV 0 [+ 0.55 eV o

10

0.8

Migration barrier (eV)

Different proton jumps
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Successfully completed annual milestone by establishing
multi-scale framework and validating its accuracy. 29




N

w

HydroGEN 2.0 Technical Accomplishment:
Achieved GNG point: BZY cell shows >90% Faradaic efficiency at 1.0 A cm™, 600°C, 70% H,O

BZY demonstrates an expected FE behaviors with clear pathways:
o GNG point achieved: at 1.0 A cm2 and 600°C, the Faradaic efficiency is >90%.
* Fabricating high-performing p-SOEC is critical by 1) achieving high
conductive electrolyte film; 2) using active electrode to reduce
polarization.

o FE can be further increased by improving the cell performance (INL recent
interface reconstruction demonstrated the highest performance of p-SOEC

among those reported)

o 70% steam is practical in long-term testing for BZY material system

Voltage (V)

=
o

0.5 atm steam N

0.7 atm steam

(=]
(=]

(%) Kauaioue Aepe.ed

(=]

100 200 200 400 500 600
Time (h)

700

Tang W, Ding H, Ding D, et al. Nature Energy, under review
HydroGEN: Advanced Water Splitting Materials

a
100 - @ mmm e e e e
é ~ . N
> 00 [ m—
D . 0.7 atm
o 80 ——
3 N :
() ™~
g™l AN
o ™
o ™~
© 60F \-«-._ 0.2 atm
L e
50 1 1 1 1
0.0 05 1.0 A5 20
J(Aem2)
1.6
15+
S 14t
(0]
o
= 1.3F =
> .
12+ *
v
*
11 «
7l s s

Bian W, Ding D, et al. Nature, accepted

Current density (A cm?)
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LBNL Metal-Supported Solid Oxide Electrolysis Cell (MS-SOEC):
Approach & Impact

Porous Metal Support

Oxygen Electrode
Nano-Catalyst

Porous Backbone
(scsz)

Electrolyte (SCSZ) |

Porous Backbone
(scsz)

Fuel Electrode
Nano-Catalyst

Porous Metal Support

HydroGEN: Advanced Water Splitting Materials

Metal support

“Backboner

Elec{trolvte 2

Metal support FBackbone

100 0 pum T
_um Epoxv _u "~ Metal Support
&

&

6¥vgen Electrode Catalvék £
o

> Cost

Stainless steel is order of magnitude less
expensive than ceramics

Single high temperature sintering step
» Mechanical

Rugged, strong cell
Welded electrical connections
Tolerates rapid temperature ramp

Tolerates large temperature gradient
» Operational

Temperature can vary quickly during operation
Tolerates intermittent fuel/hydrogen

Imbalanced pressure acceptable -



éi Technical Accomplishment: HTE MS-SOEC

Q2FY22 (GNG) milestone

* Demonstrate improved performance and durability for
Gen-2 MS-SOEC cell, with at least 0.8A/cm? at 1.4V and
<10%/kh degradation at 700°C with at least 50% steam.

Performance
Target: > 0.8 A/cm? at 1.4V
Status: 1.2 A/cm? at 1.4V

Durability

Target: <10%/kh
Status: 9%/kh at 0.5 A/cm?

500 700°C, 50/50 Hy/H,0
450 @ Prox (0.3A/cn?)
< T LSCF-SDC
% L no coating
g 15 LSCF-SDC
E HydroGEN PN EPD-CMO coating
5 Durability LSCFSDC o
T 104 at05ACT @ o S
g GNG
8 5. Target
Project
Target
0 T T T T T T T
05 06 07 08 09 1 11 12

Current density at 1.4V (A/cn?)

HydroGEN: Advanced Water Splitting Materials

13

Porous Metal Support

Oxygen Electrode
Nano-Catalyst

Porous Backbone
(SCS2)

Electrolyte (SCS2)

Porous Backbone
(SCSZ)

Fuel Electrode
Nano-Catalyst

[~

Porous Metal Support

Approaches to improve performance and durability

_— Protective coatings to block Cr

_—~Catalyst composition and processing

- LSCF-SDC firing temperature
- LSCF-SDC # infiltration cycles
- Alternative OER catalysts

- Ni:SDC ratio

Cell structure and processing
- Support thickness and porosity

Operating conditions

- Temperature

- H,0:H, ratio (high H,0 utilization)
- Dry air
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Technical Accomplishment: HTE MS-SOEC

[ Catalyst screening

]

20

Test Conditions:
700 °C

0.33 Alcm?

50% H,0O /50% H,

Voltage (V)

PrOx

Pr,NiO, SDC

1.5 LscF prog L2:Ni0, SDC
LSCF SDC
1.0 ; .
0 50 100 150 200
Time (h)

Selected:
LSCF/SDC 11x infiltrations

Future work:

* Scale up to 40 cm?

* Optimize coating thickness, composition,
uniformity, firing protocol

* Continue catalyst screening

* Optimize catalyst firing
= higher temp to stabilize SDC-Ni
= |ower temp to avoid Cr on LSCF

cell

HydroGEN: Advanced Water Splitting Materials

Ratio of Cr/La

Coatings

Coatings suppress Cr during cell fabrication (fresh)

and after operation (1000h)

' Stainless
Steel

4um

Crin LSCF electrode

0.8

B Fresh

® After 1000 h
0.6 + 4
04+ % . 4
" 4

$ .
0.0

Bare ALD ED EPD

Voltage (V)

1

A4+t Bare a1 p

1.2 A/cm?at1.4V

électroplate

=
[})
=0
it
Ke)
>
0 0.3 0.6 0.9 1.2
Current Density (A/cm?)
13 %/kh (at 0.5 A/cm?)
2
15 /i‘/\f\/‘
Bare
—ALD
1r Electroplate
Test condition: EFD
0.5| 700 °C, constant current at 0.5 A/cm?
50% H, - 50% H,0
Static air
0 1 1 ! 1 L
0 200 400 600 800 1000
Time (h)
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‘;f’p Proposed Future Work for HTE

HydroGEN 1.0:
e Continue the collaboration between Lab Node and the seedling project

HydroGEN 2.0 p-SOEC:

* Validate the computational framework that can provide more powerful guidance in
experiments for materials R&D and operation conditions

* Enhance the composition development and the condition optimization to further
improve performance with higher FE;

HydroGEN 2.0 MS-SOEC:

* Further improve the performance and durability of MS-SOEC by applying coatings,
optimizing the composition and processing, as well as operation conditions.

HydroGEN: Advanced Water Splitting Materials Any proposed future work is subject to change based on funding levels ,




Low Temperature Electrolysis (LTE) Technical
Accomplishments: Shaun Alia

o

HydroGEN: Advanced Water Splitting Materials 35



(:b LTE Technical Accomplishment Highlights

Significantly improved AEM membrane electrode assembly kinetics with water-
only feeds. (LTE 2.0). Compared to PEM baselines (1 A cm2), reduced kinetic

overpotential from 500 to 200 mV, starting to bridge the gap between PEME and
AEME performance.

Developed fundamental understanding of catalyst-ionomer interactions for AEME
(LTE 2.0). N+R groups can poison activity by blocking sites, degrading, or introduce
competing reactions to OER. Found reasonable correlation between ab-initio

simulations and cell performance/stability with different ionomer-catalyst
combinations.

(P185) P. Kohl. Achieved Go/No-Go AEME performance and durability. PGM-free
performance <1.75 V at 500 mA/cm?; PGM performance <1.75 V at 1A/cm?;
Durability <40 mV/1000 h extrapolated from >100 h tests (see backup slide).

(P186) A. Park. Demonstrated up to 50x reduction in effective H, crossover using a
50 um reinforced PEM membrane with GRC at 80°C, 30 bar p,,, (see backup slide).

(P187) S. Boettcher. Achieved Go/No-Go AEME durability milestone using impure
water. Tap water AEME operation with < 200 mV loss after 100 h (see backup slide).

OER = oxygen evolution reaction; PGM = Precious group metal; GRC = Gas Recombination Catalyst

HydroGEN: Advanced Water Splitting Materials

Hydrogenin Oxygen (Anode) ( %)

2 P185, P. Kohl

0 10 20 30 40 50 60 70 80 90
Time [hrs]

P186, A. Park

40

35 30bar, 80°C
-#-NR212

30 —-Lab Scale 1
25 -+—Lab Scale 2
20 Pilot Scale 1
15
10

5

D L.

0 0.5 1 1.5 2

Current Density (A/cmZ)-
P187, S. Boettcher

Initial
20 /-/.\

N
hy /'//. 2,04V 60°C

J (A cm™)
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& LTE 2.0 Approach: **NREL

"\Kl\:i|
' Enabling High Efficiency, Durable AEM Electrolysis Performance Tansiaiig EMERGY TREIE Nodes

Goals: Determine the role of the supporting electrolyte and the limiting factors behind water operation in
AEM electrolysis

* Evaluate AEM’s ability to approach PEM performance/durability in water feeds

* Examine ionomer-electrolyte effects, how the ionomer’s interaction with charged species enhances or
diminishes catalytic activity

* Elucidate the role of conformational disorder and molecular motions to changes in catalyst activity via
ab initio molecular dynamics simulations of the ionomer in contact with the catalyst surface

Electronic

Structure Materials Properties: Membrane

. " 3l lonomer-Catalyst b] lonamer, <) Applied Electric (@) Anion Conductivity
Modeling In-situ Cell P e ot e 70
: NREL Testing (NREL < & AL SR I
Materials ( ) g( ) _ y 44 o 2
Selection

- A. ;‘l o1 el [==—% [Hm_.:‘] "[m < PAP-AEM
lonomer Thin Multiscale plendn " .
Films (LBNL) Model (LBNL) w 5 FAAS-AEM

OH- CI B I~ CO3 HCOj 507" SPEEK (H)

==
i
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e LTE 2.0 Accomplishments: **NREL

Atomistic Insight into Components and Their Effects on Electrocatalysis Tansiaiig EMERGY TREIE Nodes
AEM ionomers: Theory provides atomic and UNDERSTAND AEM catalyst beyond the binding site by considering the in-situ
electronic resolution of stability and reactivity environment of the ionomer, electrolyte, and applied potential
Me ; ;
| ® o a) lonomer-Catalyst b) lonomer, c) Applied Electric
PFg2sSOoN~ -~ "_""NMe; | PP SO~ 1° Electrolyte-Catalyst Field
3 ‘H A GEN2 Emve . - ] -~
EF'}: & & 2 & »? L
J » ¥ A .
9 4@ », | %%
~ ", E-field
) % Sample T ot
‘ ‘ ‘ ’ [ HC03_] [ K* ] Conformations [ HC03_] [ K"]
. .R— .o 0. .0 0.
* . * »
R\ “R R R
i f I i

Poison or enhance Stability towards Molecular Dynamics:
: activity? electrolyte ions? Snapshots of disorder and
4o S i molecular motion
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N, LTE 2.0 Accomplishments: "INREL

Transtorming ENERGY kil Nodes

=%
’ Understanding lonomer-Electrolyte Effects on Oxygen Evolution

Approximate lonomer with Smaller Organic Fragments: Theoretical calculations can give

critical insights into ionomer-catalyst chemistry
lonomer/Catalyst Chemistry Can Impact

Me | B £ P V1 I B P
pFazssozrlxl\/\/\/\ﬁMea 1® ] N/ W7 Material Performance and Stability:
Gen 2 She o \ * Does the ionomer poison the catalyst by

introducing competing reactions or covering
up active sites?

l B * Does the ionomer remain stable or does it
R X degrade into other species?
CH,N*Me, . .
- ' o , A . 9 Y » |deal: lonomer stable, metal active sites
ustainion -imi i . . ;
FIFE erametyammontum sl imlezEiim 9 Mepiquat available for OH adsorption

lonomer-Catalyst Interactions: N*R group can poison activity by blocking sites, degrade, or introduce competing
reactions to OER _ * Sustainion lonomer is stable and does not
I, E.qs (€V) =-1.12 l, Eaqs (€V) =-1.01 |, Eags (V) =-0.49 block or poison Ni sites
* ETFE, GEN 2 lonomers are unstable and

M ' poison active sites:
9 ’ 2o : + Degradation via de-methylation
v

 Alcohol formation competes with OER

Theory can identify key limitations or
advantages to specific ionomers,

critical to our understanding of the

ETFE/Gen 2 - lonomer ETFE/Gen 2 + OH - Alcohol Sustainion - Stable, Active . .
Unstable, Degradation Formation Instead of OER Sites Available for OH lonomer/catalyst interface
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& LTE 2.0 Accomplishments: "INREL

- eea ININE L B ] 4
h’ Decal Transfer, Thermal Restructuring of the Catalyst Layer Taotanfios BHENEN TRREENS Nodes
2.0 ' ' ' A -
1.9 e
a) 2 R ////
=17 v
19 1 w Z': JF / initial LSV
1.6 b/ / —a—PC (fast, initial) | |
18 15 7 b
E1 7 I 14 |down triangles)
w 0.0 01 02 0.3
1.6 ~N117 i [Alem?]
15 ~N115 e
' ~N212 '
1 4 1 1 1 1 TAEM &_4 /-\\
0o 05 1 15 2 25 3 s /
i [Acm2] Mo /\
00 4 8 12 16
Z' [Q.cm?]

. Catalyst layer delaminates during cell conditioning in water-only operation
. Decal transfer restructures catalyst layer, modifies ionomer integration, slows delamination
*  Allows for short-term operation, does not prevent catalyst layer loss

. Integration can partially address limitations

HydroGEN: Advanced Water Splitting Materials  LSV: linear sweep voltammogram; PC: polarization curve 40



& LTE 2.0 Accomplishments:
Porous Transport Layers to Limit Catalyst Layer Loss

2.0 I I e I Ia

1 / / - Transport layer with lower porosity, pore

s // diameter at the PTL/catalyst layer interface
=, /:/ o re2 ] Limits migration/loss of catalyst layer and
e jﬁf vy allows for longer conditioning, consistent

7 performance
1.5
y Does not prevent delamination, catalyst

2.0

1.9

1.8

E V]

1.6

1.5

1.4
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00 02 04 06 08 10 12 14

. . |[A/cm .
+PCZ
——PC 3-6 |
/ cathodic curves (dashed with
down triangles)
00 01 02 03 04 05 06 0.7

i [A/lem?]

transfer to PTL surface

PC: polarization curve

1 .0 T T T T T
e i@ 15V
= gfter short break-in

0.8 || after long break-in
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LTE 2.0 Accomplishments: 3
3 np FINREL [
Go-No Go (GNG) Milestone for Water-Only Feeds Teau i BN Nodes
a) 2
. n >>>50my Incorporating experiment and modeling, down-select AEM operating
conditions (e.g., flow configurations, back pressure, temperature) that show
18 Name/ . . . .
S, Description water-fed (i.e., no supporting electrolyte) AEMWE is a viable pathway, by
wo P demonstrating cell overvoltage within 50 mV (IR-free) of a 50 ym commercial
e N117) 0183 um) Nafion at 1 A/cm?2. (NREL & LBNL).
15 b um)
+N212| (50 pm)
14 . TAEMIEoum) Criteria Demonstrate water-fed AEMWE (i.e., no supporting electrolyte) with a cell
0 05 1 i[A1<;fn'z] 2 25 3 overvoltage within 50 mV (IR free) of commercial 50 um Nafion at 1 A/cm?2.
* GNG related to performance, comparison to Improved AEM performance  Improvements primarily kinetic
Nafion/PEM different thicknesses . : . . : . . . . .
* Improvement in kinetics (overpotential from 20 19
500 mV to 200 mV at 1 A cm), does not reach 1.9 P !
GNG ta rget 1 8 - —.—F‘D’\EM.:mdu.iumnr.'l /
° i . - = |[—#—ccu.ss T
Pathways forwargl for.suppor_tlng electrolyte: s, //' T s 1'>> 50V
— Study of materials, integration approaches, and | ;" " £
: x1.6 g
catalyst layer properties to address 16 TR i
performance and stability limitations, resolving ' —#—COM. g braskin \5 / /
the role and need of the ionomerin a 15 e '
supporting electrolyte r —a—cou ssem V"‘/
. . 144 | . 1.4
— Study of supporting electrolytes to delineate the ) ) ) ) THCCS amads SEPTL , ) .
impact of electrolyte conductivity and alkalinity on D0 02 04 06 08 10 12 14 000 0.01 01 1 10

AEM electrolysis performance and durability.

H 2
i [A/em?] H[Alem’]
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CCM: catalyst coated membrane; CCS: Catalyst coated substrate; SS: stainless steel; PTL: porous transfer layer; PF: perfluorinated 42



& LTE 2.0 Accomplishments:
Wet/Dry Cathode Operation

T [vco [swem [owmewmen  Joww  [m

Transtorming ENERGY kil Nodes

MEA 20 DI water to Anode 80 Anode: 10 wt% + 2 wt% overlayer Anode: IrO, (Pajarito) Anode: SS PTL (25 AL3)
(30%RH on cathode) Cathode:30wt% + 2wt% overlayer Cathode: Pt/HSC
MEA 21 DI water to Both 80 40 Anode: 10wt% + 2wt% overlayer Anode: IrO,(Pajarito) Anode: SS PTL (25 AL3)
electrodes Cathode:30wt% + 2wt% overlayer Cathode: Pt/HSC
: MEA-20 ; MEA-21 , AVB at 1 A/cm?
* Dry cathode operation, cathode ‘ I |
relies on water transport through 08

membrane
* Applied voltage breakdown
comparison. MEA-20:

—  Higher HFR and cathode ohmic
loss due to lower water
content, ionic conductivity

<4
o

i -Anode kinetics
|:|Cathode kinetics
-HFR

| -anode ohmic
|:|cathode ohmic

Overpotential (V)
Overpotential (V)

Overpotential (V)
)
=

o
)

. . . 0 0.5 1 15 0 0.5 1 1.5 0
- ngher CathOde k|net|C§ |_Oss Current Density (A/cm 2) Current Density (A/cm 2)
due to lower water activity
* Low cathode RH results in lower 20 10 x1°
- . . . —___MEA20
water content and activity in AEM » | Water content at 1 A/cm? Reaction current

cathode, which leads to lower
ionic conductivity and makes
reaction current more
concentrated next to the AEM

* Quantifies performance loss
associated with dry operation

at 1 A/cm?

— MEA20
—MEA21 4
©

)

Anode {OER) Cathode (HER)

40HT = 05 + 2H0 + 4™ 4H,0 + 4e~ — 2H; + 40H™

Water content [-]
lixn (Alcm

0 2 a s s 10
e . Distance from AEM (um) Distance from AEM (um)
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‘?p Proposed Future Work for LTE

* LTE 2.0 and a shift in scope to supporting electrolytes

— Study of materials, integration approaches, and catalyst layer properties to address performance and
stability limitations, resolving the role and need of the ionomer in a supporting electrolyte

— Study of supporting electrolytes to delineate the impact of electrolyte conductivity and alkalinity on
AEM electrolysis performance and durability.

* Leverage HydroGEN nodes to enable successful completion and continuation of the
seedling projects, depending on which budget period they are in

Any proposed future work is subject to change based on funding levels
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é’i Collaboration, Effectiveness

* 4t Annual Advanced Water Splitting Technology Pathways Benchmarking & Protocols workshop, May 3-4, 2022, ASU, AZ

* |Interfacing between HydroGEN and IEA Annex 30 in benchmarking
* Contributions to the Meta Data development for the HydroGEN Data Center

Seedling Leads

Seedling Teams

Sh 7 |
s | 8 Chemours @RAIREITO 9 AoveanT
e O A % OAK RIDGE
[ ]
n el - Argnongmrl.]l..\ewmmnv %National Laboratory'

Andrew Park

» Los Alamos

0

| - o
| Georgia s
I afTechnalogy

South Carolina

UNIVERSITY OF

OREGON

» UCIRVINE

JRensselaer (.0 Nopheaserm
SITY or
University at Buffalo FIAWARE

The State University of New York

LTE 2.0 Teams

E:E N R E L /:\"lﬂ BERKELEY LAB

Transforming ENERGY Bringing Science Salutions to the World
Shaun Alia Nemanja Danilovic
Huyen Dinh Julie Fornaciari
Mai-Anh Ha Ahmet Kusoglu

Saad Intikhab
Ross Larsen
Bryan Pivovar

Jessica Luo
Adam Weber
Guosong Zeng
Jeremy Zhou

HydroGEN: Advanced Water Splitting Materials
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A Photoelectrochemical Water Splitting (PEC):
Ep Francesca Toma

Not in the picture:
James Young (NREL)
Alex King (LBNL)

Adam Weber (LBNL)
Ethan Crumlin (LBNL)
Rebecca Hamlyn (LBNL)
Anh Pham (LLNL)
Tadashi Ogitsu (LLNL)

Keenan Wyatt

Alumni:

Guosong Zeng — runner up Postdoc Award
[currently Assistant Professor at Sustech (China)]
David Larson (now at Twelve)

Olivia Alley ¥ Todd Deutsch v % Guiji Liu
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ﬁb PEC Technical Accomplishment Highlights

NREL, in collaboration with the University of Toledo (Prof. Yanfa Yan), worked on the
characterization of halide perovskite/ halide perovskite tandem photoelectrodes for
unassisted water splitting demonstrating up to 13.1% in a two-electrode

configuration under one sun illumination without an external bias with 50 h stability.

(see backup slides for more detail)

NN
S o
1

LBNL and NREL worked with Rice University (Prof. Aditya Mohite) to characterize

o
1

halide perovskite photoelectrodes coated with catalysts and a hydrophobic
graphene-based barrier which ensures optimal charge transfer at the light
absorber/catalyst interface. We achieved >100 hours stability with peak efficiency

Current Density [mA/cm~)
S
1

2
1

Tandem halide perovskite photocathode -
< and photoanode coated with Pt and Ir, respectively.

exceeding 20% STH. A paper which report this results is under revision. (see backup
slides for more detail)

LBNL and NREL worked together to standardize measurements at both Labs at near
neutral pH by testing similar samples and comparing results. We designed a novel

Current density (mAiam
b >

ront donsiy
5 5TH
> 1% STH, > 10 h stabilicy

testing cell and met our Year 1 and Year 2 milestones as well as our Go/No-Go. We ~ * * =" * ©
actively exchanged and tested several samples across the two Labs. A paper /
reporting the standardization of our methods has been recently accepted. We also w o
actively participate in the Benchmarking workshop. “\\1‘,’}

Current density
5% STH

HydroGEN: Advanced Water Splitting Materials T

=3
o
o =

Current density {mAfem ‘)

| > 5% STH, > 80 h stability

EEEEE R
Tima ihrs)
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éb HydroGEN 2.0 PEC Approach

* Prioritize durability stressors and establish PEC
device durability protocol

* Use density functional theory (DFT) and
microkinetic modeling to describe the local
environment at the electrode/electrolyte interface

under operation

* Provide mechanistic understanding of PEC device
degradation guided by theory and in operando

characterization

HydroGEN: Advanced Water Splitting Materials

Photoelectrode Configuration
[ Menolithic
W Wired Catalyst + Photoelectrode PEC Goal .
105 O 2 Wired Photoelectrodes =
™ Wired PV, Photoelectrode, Catalyst
& # Junctions Semiconductor Material
'E IR SN Partial DSSC
O @ 2) Partial Perovskite
1 104 4 3J  |Alsilicon  Other Materials
A 4
E
@
o -
s 103 | @!1-sun
ke
e
o &
T
2
10°F .
[45] _~This wark
Ag . 2.6-sun Ps
=
g s &%
— 1
10t ¢ © .
o]
D A @
-
- Io ©
1 00 \.' L 1 L 1 1
5 10 15 20 25

STH Efficiency (%)

Comparison of the solar to hydrogen efficiency (STH) and
lifetime H2 produced for unassisted water splitting devices.
The “PEC Goal” point in the upper right was calculated
assuming a 20% capacity factor over a 10 year lifetime (15) .
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é; HydroGEN 2.0 PEC Workflow & Lab Collaboration

Workflow

% y

..

Synthesis f III- structures (NREL i izati
V4 e ( ) Testing and characterization Modeling at LBNL and LLNL
and catalyst deposition at NREL and LBNL 0.5M HaSOn ot 10 mA cm?

Window

Potential (mV)

Cell design and

300
290

shipping of samples

mulﬂ "

280
270

apouy

260

Cathode

o
c
&
o
S
£
[
2

Membrane
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Q’p HydroGEN 2.0 PEC Workflow Approach & Accomplishment

First step: i) fabrication of high quality 1lI-V semiconductors to obtain the needed photovoltage and
photocurrent output for autonomous water splitting with targeted efficiencies

Growth by atmospheric pressure metal

Characterization and processing
organic vapor phase epitaxy (MOVPE) :

' " *  Exact calibration of compositions, dopants, carriers
Myles Steiner (NREL)

*  Drift of reactor temperature and pressure
. . . ”n
MOVPE at 620 C growth temperature *  Thickness uniformity across a 2” wafer

*  Processing repeatability and uniformity

__ 010 ' ' sl [ :
g GaAs bottom cell g I}
= 005 ™ §
5 =
© 0.00
2 c | Tunnel junc.
8 Tunnel junction o
-0.05 layers ©
1 1 1 q_) %
0 20 40 60 80 _c:} 3
Time (min) < §
= 5]
In-situ characterization of stress Cleanroom processing into devices 2 a
O]
Challenges:

Photoelectrode fabrication

AlGalnP confinement, 200 nm

GaAs emitter, 100 nm

GaAs base, ~2.5 ym

GaAs substrate, 350 pm

Gold (all devices)

Schematic of the I1I-V (left), high efficiency
photoelectrode (right)

ii) hydrogen evolution catalyst deposition is carried out by electrodeposition (Pt) and sputtering (PtRu)

HydroGEN: Advanced Water Splitting Materials
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éb HydroGEN 2.0 PEC Workflow Approach & Accomplishment

Second step: Exchange samples and test their photoelectrochemical behavior at NREL and LBNL — to enable
this step we designed a novel testing cell

Characterization

New modular testing cell with two
anode compartments

£

Due to its high modularity and ease of
fabrication, we are benchmarking this cell
to make it available to the community

HydroGEN: Advanced Water Splitting Materials

1.0

0.8

0.6

QE

0.4

0.2

0.0

@ LBNL

NREL WB832 measured at LBL

T T T T T
-1.0 -05 00 5 1.0 15

=== Z

/
E (V) vs. reference//
1/

J/

2-electrode vs. IrOx
3-electrode vs. Ag/AgCI

measured at LBNL
— WB832 top cell
—— WB832 bottom cell

T T T T T T
400 500 600 700 800 900 1000
Wavelength (nm)

@ NREL

NREL WB832 measured at NREL

2-Electrode vs IrOx 3-Electrode vs MSE

WB832 measure d at NREL
WBI09 measured atNREL )

Reproducible results are

obtained at both Labs

J-V curves were measured at
LBNL and NREL in a 2- and 3-
electrode configuration.

All measurements took place in
0.5 M omni trace sulfuric acid
with 1 mM Triton X-100
surfactant.

example of IPCE
measurement taken on the
bottom cell (red) and top cell
(black) of an electrode from
a portion of sample WB832
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éi HydroGEN 2.0 PEC Workflow Approach & Accomplishment

Third step: Provide theoretical understanding through theory and modeling

Modeling predicts the kinetics, thermodynamic, and ohmic losses of the cells and inform its design

Nearly constant current and potential near
window compartment

0.5M H250:2 at 10 mA cm2
Window

Anode
apouy

270
260

IFm

Cathode
Electrolyte potential surface plot throughout the model and current density
streamlines at 10 mA cm? and 10 mL min* in 0.5 M H,SO, electrolyte.

Longer ionic path length near “top” of
anodes causes distributions across cathode

HydroGEN: Advanced Water Splitting Materials

Potential (m¥} dash lingl — 1M phosphate 25
Device operatjion 05MBorate
30Point — bexdte

2‘:.,Buffer cahof] lgive

_— — -
10 mA/c§72 qt E,
zggperat/onu 22p
4
20 B e e e :
18} . !
16 L L L
0 5 10 15 00

Only H,S0, can reach 10 mA cm= with 2 V of photovoltage

10 mAcm?
Red dash line: Device operation

A) point — borate buffer cannot give B) ( 0 equiibriom @@ 0 () HER (@D BukOhmic () Boundary Layer Ohmic ]

~10 mA/cm2 at operat/on
30 ‘ 30

— 05M sto, 0.5M H,S0, 1M Phosphate 0.5M Borate

Potential (V)
- - -
=3 o k=3

o
wn

Current Density (mA cm'2) pH 04

A) Polarization curves of the PEC cell with different e/ectrolytes and pHs.
B) Breakdown of contributions to voltage.

Borate electrolyte offers lower kinetic potential
losses but greater ohmic and thermodynamic losses
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L\D HydroGEN 2.0 PEC Year 1 Milestone Accomplishment

FY21Q4 Milestone: Demonstrate Type Il device with near 1% or better solar-to-hydrogen (STH) efficiency and near 10 h or
better stability tested at LBNL and/or NREL with the same absorber architecture and device configuration having near-
neutral electrolyte and a membrane but different cells under ambient conditions and the AM 1.5G reference spectrum.

09  pH 80V bias WB832 output current under AM1.5G
120+ hour durability of an electrode made from GalnP/GaAs growth
WB832 as measured at NREL.

Chronoamperometry meets Year 1 milestone

Potassium phosphate buffer with no additives, a Nafion 117
PEM separating the counter electrode (CE) compartment from
the photocathode compartment, and an IrOx CE. The green line
represents 1% STH efficiency.

Current density (mA/cm?)

— Current density
1% STH

> 1% STH, > 10 h stability

-5 T T T T T T T T T T T T
0 20 40 60 80 100 120
Time (hrs)
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éb HydroGEN 2.0 PEC Year 2 Milestone Accomplishment

FY22Q1 Progress Milestone — PEC Durability: Demonstrate PEC device that maintains an unbiased STH efficiency greater
than 5% over 20 h in near-neutral pH conditions. (LBNL & NREL)

0 pH 8 OV bias WB832 output current under AM1.5G

4- Chronoamperometry meets Year 2 milestone

Potassium phosphate buffer with no additives, Potassium
" phosphate buffer with no additives, no separator, and a RuO, CE.

Current density (mA/cm2)

| > 5% STH, > 20 h stability

| ‘7 Current density\
14 4 5% STH

0 10 20 30 40 50
Time (hrs)
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gg HydroGEN 2.0 PEC Year 2 Go/No Go Accomplishment

Go/No-Go (FY22Q2): Demonstrate 5% STH or better efficiency with 50 h or better durability (within 20% of initial STH) with
down-selected device components and architecture with a membrane or separator, in near neutral pH conditions with
development of a protocol with standardized testing conditions between NREL and LBNL. (LBNL & NREL).

0 -

pH = 8, 0 bias, output current under AM1.5G
24
t
o -4- - /
E _ L Chronoamperometry meets Go/No Go
> 87 Densi
Q ] T Cgrrent ensity pH 7 potassium phosphate buffer made in a 0.05 M sodium
3 -8 5% STH sulfate solution. IrOx was the CE and was isolated from the
€ RN w photocathode via a Ti mesh separator
® 10 TN
=]
O 1 .
42 o 59 STH. > 80 h stabil Currently around 10 samples reproducibly
L > > stabilit :
' e y met >80 h; we consistently observed a
-14 7 . .
— - decline after that time

T — T 1
0 20 40 60 80 100 120 140 160 180
Time (hrs)
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L\p Summary of Accomplishments: PEC 2.0

* The team has met Y1, Y2 milestones and the Go/No Go (5% STH or better efficiency with 50 h or better
durability).

* The team has finalized a protocol that was accepted in a special issue of Frontiers in Energy Research -
section Hydrogen Storage and Production, on Advanced Water Splitting Technologies Development: Best
Practices and Protocols.

* As aresult of this protocol, we are also finalizing a manuscript on the benchmarking of the cell utilized in
HydroGEN 2.0 to provide to the community as a reliable cell for PEC testing. In addition to experimental
results, we included modeling.

* The team was also an active participant in the 2022 Water Splitting Technologies Benchmarking and
Protocols Workshop (May 2022), through presentations and breakout sessions.

* The biggest achievement was for us our collaboration under the hardship of the pandemic and the several
issues related to limited access over these two years. We were able to send and test samples through two

different labs and kept everybody engaged across labs through frequent meetings and updates.

HydroGEN: Advanced Water Splitting Materials
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‘;\p Proposed Future Work for PEC

Now working to meet the “end of the project milestone”:
Demonstrate a complete device assembly and neutral pH conditions that achieve >220 h
durability at short circuit and > 5% STH efficiency. Scale-up to a hand-held > 4 cm? active area
device that will split water under direct sunlight illumination with appreciable bubble

generation. (LBNL, NREL).

* Understand origin of degradation after 80 h

* Deposit different protective layers to enhance durability

* Look into new cell geometries to improve efficiency and durability
* Designing strategies for scale up for a hand-held device

HydroGEN: Advanced Water Splitting Materials

Any proposed future work is subject to change based on funding levels
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Lawrence

‘:P Cross-Cutting Modeling k.';azw:re

l'l'l'l’l'l'f
Laboratory BERKELEY L,

AB

BN T INREL () i “INL

Transforming ENERGY Laboratories 'L‘i“b@?uﬂ??"”“'

Goal: Exploit similarities in technical challenges across AWS technologies and required
simulation capabilities to advance material performance and durability.

Multiscale performance and durability
modeling across the technology areas

Limiting factor ﬂ-- STCH Materials under Multiscale Experiment-theory
operando conditions integration feedback

Materials thermodynamics

Carrier generation and mability X X X

§ Inte.rFacia.I (electro!ch.em!cal kinetics 1 s

E (solid-solid = S, solid-liquid =L)

S S

] oo Cownos s
Phase transformation kinetics X X
Multiphysics device operation X X X X
Thermomechanical X X
Electrochemical X X X

Photochemical X

The modeling and simulation strategy will
focus on key factors limiting performance
and durability across the four advanced
water splitting technology areas.

Priorities for Cross-Cut Modeling Activities

Theory-guided design: models and experimental
testing will be combined to analyze performance
and durability of the materials under simulated
operating conditions. Sensitivity analysis will be
utilized to connect the material properties
(composition, microstructure, etc.) and operating
environment (temperature, pressure, solution
composition, current density) to device behavior.

The funding allocated to achieve this task is provided under other technology specific tasks.

HydroGEN: Advanced Water Splitting Materials

Pushing low-TRL technologies to higher TRL by:
1.

Predictive simulations: develop and apply
multi-scale modeling capability to simulate
performance and durability

Provide clear link between material property
and device performance/durability: crucial
information for improving the component
materials and their assembly

Validation: theory-experiment integrated
approach to ensure reliability of simulation
results and interpretation of experiments
Sharing: help develop accessible energy
materials database for scientific community and
industry

Collaboration with H2NEW: assist further
advancement of high-TRL hydrogen production
technologies (PEME, 0-SOEC)
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(1} Cross-cutting in HydroGEN2.0 and H2NEW

Develop capability and perform
A HydrOGEN * Multi-scale simulation
&' Advanced Water Splitting Materials * Multi-physics simulation
* Spectroscopy simulation
I * ML and datahub

STCH

HTE
LTE

HTE Tech specific info

Share simulation
capabilities and
materials data

LTE

}N)-SS04)

Modeling support

PEC

Tech Specific R&D Low-TRL transforming R&D High-TRL assisting deployment
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‘:P Priorities for cross-cutting modeling activities

Materials under Multiscale
operando conditions integration

HydroGEN: Advanced Water Splitting Materials

Experiment-Theory-
Data integration

536 534 532 530 528 526
Binding energy (eV)



(:p OER Supernode: Multiscale modeling and experimental validation for IrO,

pH Scale
0 =H*abundant OH'abundant= 14
pH 0-5 pH 6-9 pH 10-14
G > 8
230

Theory and experiments

activation energy -
g lero (

energy from applied potentia I)
k,T
fed into microkinetics

r,= k. (surface coverage of *OOH) - k (surface coverage of *O)

determine rates, coverages, etc.

from DFT Depending on pH of the system determines the mechanism

Fornaciari, Weng, Alia, Zhan, Pham, Bell, Ogitsu, Danilovic,
Weber, Electrochim. Acta 405, 139810 (2022)
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We established a multi-scale modeling approach
to calculate the Tafel plot from ab-initio

simulations

We provided critical insights into the effects of pH
and transport on OER kinetics

LTE/PEC capability nodes at

BERKELEY LAB

ALS ‘4“

LINREL

. Lawrence

Livermore
National
Laboratory

Transforming ENERGY



é" OER Supernode: Realistic simulations of interfacial electrochemical kinetics

Surface thermodynamics OER kinetics Microkinetic modeling
First-principles simulations First-principles simulations
125 e a H[O‘ 0.] H[o' o"] [o‘ ob]
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& PEC: Theory-experiment integrated approach elucidated
the origin of GaN performance

f

N
:’\VW ”Hm

o3 )
_w ==

& | ety ' [z=]
i \Jnl\«”{ww‘; A | LAz
] 3 B S R
Ir:f!:)r_ove hyzrogendev:::tl?n_:fe?cttlon (HfER) Theljm;?roverrlmlenlt.:flphotocurrer;t is localized The SIdewaII surface develops a composition
N |C|e_ncyo servec at the Inftial stage o at the sidewalls, '_ ely (1010) surface similar to gallium oxynitride
experiment Nature Materials 20, 1130 (2021)
a) Oca oN © O c) ‘s |
f .40 GaN " HH,
‘b % w S DFT simulations show that alternating substitution of N with O at the
ﬁ%}ﬁﬁ}@ 4&}9 . ' first two layers of GaN(1010) surface provides the band-bending that
facilitate charge transfer at the interface, which is consistent with
b) % 5 . 9 ; improved HER activity of GaN(1010)
;?‘mmr\;mﬁmmrm Y | —’—)x"H*IH
R 20202020 A1 GaN 2

POB0G000009 [,

U Michigan seedling project on GaN supported by PEC capability nodes at LLNL, Nato Lett. 22, 2236 (2022)
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A Proposed future work: LTE
Microstructure-aware interfacial reaction kinetics

Thermodynamics and Kinetics Data science & ML for Effects of Microstructure
First-principles simulations interpolation Phase-field modeling
/8 g

(Y. FY22

e & i LTE/PEC:

o, Relative

/L ¢ o8 degradation

—_— kinetics

» between

2- and 3-
electrode

setups

Any proposed future work is subject to change based on funding levels
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\ Proposed future work: HTE
J Mesoscale modeling of microstructure evolution

Computational

thermodynamics Phase-field modeling iECH:
. ase
Coarsening over time Degradation-prone .
hotspots transformation

Computed phase diagram under
Ni—Zr- O @ 850 °C .
@ ) thermochemical
NIO + 21O, : driving force

= H

®© -2} 3
2 Nigcc + ZrO,
= FY22

N
9, 30 Nigcc
.E Ni 7r 4+ 7r0) — HTE:

o .

S NizZr, + Zr0, Cathode phase

formation and
coarsening

Ni=Zr + Ni,Zr,

< ]
NigZrg| % = NiZr + Zro; i

! _
Nigzre | e NinI Zrz + Zrycp

Zri(Ni+Zr)

Any proposed future work is subject to change based on funding levels
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N
¥ Proposed Future Work

* Continue collaborative and integrated research on the five HydroGEN 2.0 projects
— Achieve the HydroGEN 2.0 FY22 Annual and FY22 Go/No-Go milestones

* Core labs will execute HydroGEN lab nodes to enable successful phase 2 and 3 FOA-awarded project activities
— Core labs’ interaction with a specific project will end if that project does not achieve its go/no-go decision metric
* Continue to develop a user-friendly, secure, and dynamic HydroGEN Data Hub that accelerates learning and
information exchange within the HydroGEN EMN labs, their partners, and other EMN, LTE, HTE, PEC, and STCH
communities

— Perform major infrastructure Data Hub upgrade of additional plugins to maintain application functionality and security
standards.

— Investigate technologies to enhance web application and application program interface (API) capabilities
— Categorize and prioritize development possibilities based on a variety of research data engineering needs and scientific
direction.
* Continue to develop a user-friendly, information rich, and relevant HydroGEN website and implement the
publication page
* Conduct outreach via conference organizations, presentations and participation, benchmarking workshops,
website updates and news, publications, and generally socializing the HydroGEN EMN concept to the
community

HydroGEN: Advanced Water Splitting Materials Any proposed future work is subject to change based on funding levels
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& Summary — HydroGEN Consortium: Advanced
Water-Splitting Materials (AWSM) =

Huyen Dinh
(NREL)

Website, SharePoint Site, Zotero LIbary | ms—

[ + Efficiency -+ Yield » Cost - Durability « Manmacturability] LTE Supernade
(example)

Research I

Sandia
National
Laboratories

LTE HTE PEC STCH Crass-Cutting
Lead Lead Lead Lead Modeling Lead
Bryan Pivovar/ || Gary Groenewold/ | | Francesca Toma/ Tony McDaniel/ Tadashi Qgitsu/
Shaun Alia Adam Weber Andrea Ambrosini Brandon Wood
(NREL) CND CLBNLY (SNL) (LLNL)

wre
tional Labe

wiarmcotiemee  @SRNL
Na oratory

Lu Lawrence Livermore
National Laboratory
Supernode

J
DINREL ML ° () e S ity
....... ”

BERKELEY LAB

* Accelerating the early-stage AWS technologies by using the consortium approach to address the critical R&D gaps of each

AWS technology with the goal of improving the performance and durability and lower the cost of hydrogen production
* Achieving technical progress towards achieving HydroGEN EMN Phase 2 Go/No-Go milestones

— 5 HydroGEN 2.0 lab projects (AEME, p-SOEC, MS-SOEC, PEC, STCH)

* Continue to connect with H2ZNEW consortium via cross-cutting modeling and materials development
4% annual benchmarking workshop: developing technology roadmaps and standard protocols for each AWS technology,
engaging with and disseminating information to the community, and validating protocols
Continue to develop Data Hub repository, tools, and metadata; Upgrading application infrastructure to maintain security and
cyber standards. (https://datahub.h2awsm.org/)
Continue to connect users to capabilities, publications, research highlights, contacts, and the Data Hub via the HydroGEN
website (https://h2awsm.org)

HydroGEN fosters cross-cutting innovation using theory-guided applied materials R&D to accelerate the time-to-

market and advance all emerging water-splitting pathways to enable clean, low cost, and sustainable low-cost

hydrogen production
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é\' Overview — LTE Technology Relevance / Impact

Proton exchange
membrane (PEM)

Gas Crossover
Membranes

Anion exchange
membrane (AEM)
Membranes
Catalyst
lonomer

Catalyst Materials
Catalyst Loading
PTL Materials

Electrolyte feed
BOP Materials

Common Barriers

 Material Integration

* Material Cost

* Understanding Interfaces and Interactions

BOP - Balance of Plant

HydroGEN: Advanced Water Splitting Materials PTL - Porous Transport Layers
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é" Approach: Collaborative HydroGEN LTE Projects

HydroGEN LTE Projects
e LTE 2.0 with 4 nodes

* 8 FOA projects with 41 nodes

— 3 projects currently supported by
HydroGEN labs (in Technical Backup)

— 5 projects with closeout contributions

* 2 Supernodes with 14 nodes

— ended last year

{ LTE Node Labs \ support / LTE FOA Projects

w3 through:
RMNREL | =0
= A Q
\||1 Personnel ) o ’
Equipment ‘LOSAIamos (2)
su'ﬂﬁal _ Expertise .
Laboratories Capability seer
\ et ooy, ) Materials @ Chemours- pitiok |
Data

PEM: Understanding and
improving materials

HydroGEN: Advanced Water Splitting Materials

ing High Efficiency, Durable AEMWE
rmance

Georgia Tech
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(PD185) (PD159)
PI: P. Kohl . )
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Engineering Durable Lo (PD15 él \ PIE}UY;;-Ie lgl‘m
Cost AEM Electrolyze PI: S. Mukerjed sconamicaly-
PGM-free OFR & affordable AEM
HER Catalyst -
Novel AEM and
Univ. Oregon lonomers )
(PD187) Electrodes LANL Project
PI: S. Boettcher (PD158)
Precious Metal-free LTE Pl: H. Chung
of Dirty Water PGM-free _OER
Perovskites

Catalyst
O Projects added FY’'18

O Projects added FY’20

cross pH Ranges
Itiscale, Multi-Theory Modeling

ybri aterials to Electrode
o Performance

o

AEM: Developing and
understanding materials
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LTE P185 (P. Kohl)

High Performance AEM LTE with Advanced Membranes, lonomers, and
PGM-Free Electrod

es
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LTE P186 (A. Park)

A

=

Water Electrolysis

t Chemours-

Performance and Durability Investigation of Thin, Low Crossover PEMs for **NREL

Transforming ENERGY

__ 40

X 35 30 bar, 80°C

Ty --NR212

]

2 30 —e—Lab Scale 1

< s

< —e—|Lab Scale 2

:%0 20 Pilot Scale 1

@)

= 15

g 10

[oT0]

Qo

s 5

>

T 0 ~. . . . \
0 0.5 1 1.5 2

Current Density (A/cm2)

Active area: 50 cm?, Cell temperature: 80°C, Anode: 0.4 mg/cm? IrO,,
Cathode: 0.1 mg/cm? Pt/HSC, partial pressures: ~0.8 bar (0,), 30 bar (H,)

H, Crossover Mitigation with Gas Recombination Catalyst

PEM MEAs utilizing 50 um membranes require hydrogen
crossover mitigation for safe operation

Gas recombination catalysts (GRCs) in membrane are
effective tools to mitigate hydrogen crossover

At 80°C and 30 bar p,, (most extreme conditions yet
tested), mitigated prototype membranes exhibit:

<20% LFL from 0.25 A/cm?2to 2 A/cm?
<50% LFL from 0.1 A/cm? to 0.25 A/cm?

Time effect on membrane performance under evaluation

Membrane Thickness GRC H, in O, Content in
(um) Loading Anode at 0.25 A/cm?2 (%)
(mg/cm?)
NR212 51 0 22.4
Lab Scale 1 ~60 <<0.1 2.7
Lab Scale 2 ~60 <<0.1 0.5
Pilot Scale 1 50 <<0.1

50 um reinforced membrane with GRC demonstrates up to 50x reductlon in
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LTE P187 (S. Boettcher)
Pure Hydrogen Production through PGM-Free Membrane Electrolysis of Dirty Water
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N PEC Seedling Projects Accomplishments: Perovskite/Perovskite Tandem Photoelectrodes for Low-Cost
ﬁ' Unassisted Photoelectrochemical Water Splitting = @Waerens

University of Toledo PI: Y. Yan

Project Goals:

®* Demonstrate perovskite/perovskite tandem photoelectrodes
for wireless and unassisted water splitting

®* Develop water impermeable coating to protect tandem
photoelectrodes during the operation in water

®* Demonstrate tandem photoelectrodes with an STH efficiency
of up to 20%

Schematic of a perovskite/perovskite tandem
photoelectrode

Highlights for BP2:

®* Demonstrated prototype integrated perovskite/perovskite tandem
photocathodes for unassisted solar-driven water splitting.

®* The perovskite/perovskite tandem photoelectrodes deliver a solar-

to-hydrogen efficiency of up to 13.1% in a two-electrode
configuration under one sun illumination without an external bias.

Current density (mAfcmZ)

®* The perovskite tandem photoelectrodes show a continuous

o =]
[T

Dark

» b N oo
T

'
2]

Light

i

r]Faraday =0.89 :

1
-0.2

0.0 0.2 0.4
Voltage (V vs. IrQ,)

Chopped-light LSV curve of a perovskite tandem photoelectrode

operation lifetime in an aqueous acid solution for more than 50 in two-electrode configuration. Photo of solar-driven hydrogen
hours. generation on a perovskite tandem photoelectrode
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N PEC Seedling Projects Accomplishments: Highly Efficient Solar Water Splitting Using 3D/2D

(3 o Hydrophobic Perovskites with Corrosion Resistant Barriers % RICE
Rice University Pl: A. Mohite

Project Goals: Efficiency/stability comparison to
. .. . . other demonstrated PECs
®* Develop high-efficiency 3D/2D halide perovskite solar cells that reach 20% solar to 25 ,

. . . @ silicon
hydrogen (STH) efficiency < 20 N our work —® ::r:m.ﬁ
®* Incorporate HER/OER catalysts into an autonomous PEC platform ) 15 . e
c @ mutti-jn
®  Using corrosion-resistant barriers, including hydrophobic polymers, carbons, and é ¢
ALD oxides (Al,O5, HfO,), reach 500 hours stability - e
® Understand degradation mechanisms in PEC and mitigate o S
®*  Demonstrate 5x5 in?module to show scalability 0
0 20 40 60 80 100 120
Stability (h)
Highlights for BP2: Bias-free reactor performance using 2-terminal measurement:
Measured STH 20.8% best literature HaP Solar-to-Hydrogen n = 20.8% and 102 hours of durability

Developed and tested a 3D printed PEC reactor

incorporating 3D/2D perovskite HER+OER catalysts: High efficiency, stability via

Practical limit for 2-jn PEC zgntncorrosuon barrier, PM catalysts

with SOA catalysts <] 169 mA o 209

' 320 _‘\ -15 °

Adhesive Perovskite H o - <
o Top cell 3 S 15 N s
3 o 1577 - . E
o Siicon " & 10 1.23Vx),, 25| xFE 03
: _ 0 o =

catalyst Bottom cell g L 4 Nsth = —rTE = 20.8% L5 oc':
BN e T 5] suntigne [cm] [° 8
2H, H,0O 4H92 0 0 LANNLIN B L B B N B B B N B B B L B B | 0 "E
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catayt Time (h) 15
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O HTE Saint Gobain/BU: Degradation Caused by Decomposition and

&P  Pore Structure Changes in Electrode

’Q_i"""' -

LTS v
sG]
: SR AR 4
ok

midpoint.

5 HV curr det mode mag @ WD HPwW PW
20.00kV 3.2nA T1 A+B 5000% 10.0mm 414 pm 27.0 nm

The same occurs in
the GDC layer
adjacent to a LNO-
LDC electrode
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& STCH Seedling Support: Empirical Testing of Two Redox Active
Sublattices

* Motivation: DFT predicts multiple sublattice
participation advantageous for STCH performance

 [NREL, SLAC] Demonstrated wide range of solid

Synthesized Stoichiometries of
Substituted (Ca,X)(Mn,Y)03-6

solubility by synthesizing six distinct stoichiometries of 60 * FY2021
(Ca,X)(Mn,Y)0, 5 perovskite in FY 2021. & 50 »* L Prior
— Building off and reproducing four prior stoichiometries °§ 40
o
 [NREL, SLAC, SNL] Synchrotron and electron c X P'S
.. . 2 30 #
characterization of structure and chemistry 5
— Charted range of solid solution stability under redox cycling: g 20
* All stoichiometries demonstrated solid solution at 1,500°C 3 10
* Exosolution of X under redox cycling at certain stoichiometries >
and temperatures 0
— Measured degree and reversibility of reduction/oxidation of 20 25 30 35 40
both active cations (X and Mn) under identical conditions X Substitution on A-Site [%]

— Phase stability and lattice response to redox cycling

e [SNL] Validated water splitting by flow reactor

measurements
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A STCH: Demonstrating Cycling Stability of Different Substitutional
&P Stoichiometries

Ex-Situ X-Ray Diffraction Demonstrates Shift in Perovskite

Synchrotron attice Due to Dry Redgx Cycling

Characterization
¢ Xxo,

(Ca,X)(Mn,Y)O4 5

. 4 redox
e Confirmed crystal

structure match 4 red

between

. . . 3 redox
stoichiometries

* Probed exosolution L 3red
. . >
kinetics and o,
el w 2 redox
conditions %
Y 2red
1 redox
1 red
Pristine
o T} <|: T} o o o 0 o
= & © ~ 1< N T} N~ o
- -~ - Al N N Y ~ S
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é‘b STCH: A More Generalizable Approach (like GNNs) is Ideal to Model Vacancy Defects

Wyckoff AH,

site [eV]
Mn1 12.2
Mn2 12.1
() 2.1
02 2.2
03 2.6
04 2.7

MnO1_5 = Xo1 = X04 = {ﬁpa Teov » X }

Limitations: xy; and x, are identical but...
» Local structures quite different
» Our target value differs by 0.6 eV

HydroGEN: Advanced Water Splitting Materials

(2) Hand-engineered x used for specific material classes

fWexIer etal J. Am. Chem. Soc. 2021
Linear Model works well for ABO3 perovskites:

0.1%Ep — 1.5V, + 0.4E5 — 55.8Epy; + 0.4 (eV)

Crystal Band gap Stability <: X
bond

dissociation Crystal reduction

Limitations:

» Model only validated for O sites in ABO; perovskites
» Needs re-derivation for other structure classes

~\

Frey et al. ACS Nano. 2020

Identify 2D host Train defect Predict ideal
materials structure model candidate defects
A4 'f“o*o*o‘ Random forest model works well
TIIY B N, — 1 GAKA for certain vacancies in 2D
b ® T materials
YY Y
Limitations:

» Model and features specific to 2D material classes
» Needs re-derivation for other structure classes
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é’i FY22 Data Hub Quarterly Planning Map

Why: In Response to User Feedback

What: HydroGEN Q4 QPM

* Feedback collected from Users and Pls across data hubs for
* Investigate technologies and capabilities for enhancements

increasing web API usability and data + Request for search and find capabilities determined to be beneficial
searchability

+ Categorize and prioritize development based ]
on needs and direction How: Approach and Work Outline

' 1. Identify core, top priority enhancements that would return the highest value.
2. Investigate technologies and development techniques for high value feature

order by: | Name Ascending | Q enhancements to improve searchability:
Discover 1. Research cutting edge technologies

Search the repository 2. Create implementation plan
3. Scope efforts

simulation

2 projects found for "simulation”

NEU PGM Free 4. Identify development hot spots for research
10 Datasets 5. Proof of concept hot spots
Developing Novel Platinum Group Metal-Free Catalysts for .
Alkaline Hydrogen... 3. Categorize new feature development and enhancements.
1. Identify number of benefiting research areas
:"‘} :J:"PEf 2. Implementation scheduling
- atase
= Development of Composite Photocatalyst Materials that are 3. Categorize
Highly Selective... . . .
4. Update overall implementation plan and begin feature development
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‘?p Technology Transfer Activities

 HydroGEN EMN has developed four standard, pre-approved technology transfer agreements between

all consortium partners to enable streamlined access:
— Non-Disclosure Agreement (NDA)
— Intellectual Property Management Plan (IPMP)
— Materials Transfer Agreement (MTA)
— Cooperative Research and Development Agreement (CRADA)

* HydroGEN has executed 33 project NDAs and 2 MTAs

e Tech transfer in HydroGEN occurs organically via collaboration between lab capability nodes and
industry partners in the different AWS technologies

e Continue to develop IP and follow the IPMP developed by the HydroGEN consortium

Patent Applications:

— T. He, D. Ding, W. Wu. Methods and systems for hydrogen gas production through water electrolysis, and related electrolysis cells. US
Patent (16/483,631), Granted, 2021.

— D. Ding, W. Bian, W. Wu. Facile methods to rejuvenate electrolyte surface for high-performing protonic ceramic electrochemical cells.
US Patent Provisional Application (63/298,084), 2022.

— A. Mohite, M. Wong, A. Fehr, A. Agrawal, F. Mandani, Conductive Adhesive-Barrier Enabling Integrated Photoelectrodes for Solar
Fuels. Provisional Application for U.S. Letters Patent (22511 Patent Trademark Office).
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(:P Special Recognitions and Awards

Dong Ding: INL-EEST Leadership Award, 2021
* Francesca M. Toma: Oppenheimer Fellow 2022
e Aditya Mohite: Outstanding Faculty Research Award 2022, Rice University

e Savannah Tiemann (undergraduate researcher): James S. Waters Creativity Award, Rice
University

HydroGEN: Advanced Water Splitting Materials
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1. F. M. Toma, “Photoelectrochemical Fuel Generation: Light Absorbers Under the Spotlight,” Invited talk, Renewable Energy:
Solar Fuels (Gordon Research Conference) Advancing Complexity, Selectivity and Efficiency in Artificial Photosynthesis (May
8-13, 2022, Barga, Italy).

2. F. M. Toma, “Understanding the mechanism of photo electrochemical transformations in functional architectures for
artificial photosynthesis,” Invited talk, Symposium #173 Recent Trends and Advances in Artificial Photosynthesis, Pacifichem
(December 16-21, 2021).

3. F. M. Toma, “Chemical transformations of (photo)electrocatalytic materials,” Invited talk, EPFL Open Science Workshop on
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4. F. M. Toma, “(Photo)electrocatalysis at work,” Invited department seminar,” Department of Chemical and Biochemical
Engineering, Rice University (September 14, 2021).
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7. Z.Song, C. Li, L. Chen, and Y. Yan, “Air-stable all-perovskite tandem solar cells,” Solar Power Tech Conference, Virtual
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8. Z.Song, C. Li,J. L. Young, T. G. Deutsch, and Y. Yan, “High-Photovoltage Pb-based All-Perovskite Tandem Solar Cells for
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Z.Song, C. Li, L. Chen, and Y. Yan, “Inorganic Lead Halide Perovskites Based Tandem Photoelectrodes for Unassisted Water-
Splitting,” MRS Spring Meeting (May 9-13, 2022).
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T. A. Pham, “First-Principles Simulations of Heterogeneous Interfaces for the Water-Energy Nexus,” Invited, APS March
Meeting, Chicago (March 15, 2022).

T. A. Pham, “First-Principles Simulations of Heterogeneous Interfaces for the Water-Energy Nexus,” Invited (Virtual), CECAM
Workshop: Recent Advances in Machine Learning Accelerated Molecular Dynamics (March 18, 2022).

B. C. Wood and T. Ogitsu, “Multiscale Modeling and Theory Experiment Integration for Understanding Complex Interfaces in
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Solar Thermochemical Hydrogen Production,” Contributed talk, Symposium ENO5, MRS Spring Meeting, virtual (April 17-23,
2021).

19. S. L. Millican, J. M. Clary, C. B. Musgrave, and S. Lany, “Redox defect thermochemistry of FeAl,O, hercynite in water-splitting from
first principles methods,” Contributed talk, Symposium EN14, MRS Fall Meeting, virtual (December 6-8, 2021).

20. A. Goyal, M. Sanders, R. O’Hayre, and S. Lany, “Thermodynamic Modeling of Redox Behavior of Complex Oxides for Solar
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21.S. Lany, “Computational Approaches to Defects and Doping in Non-Ideal Semiconductors,” Invited talk, Session B67, APS March
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HydroGEN: Advanced Water Splitting Materials

94



HydroGEN 2.0 FY21 Annual Milestones and Go/No-Go Milestones

Go/No-Go Milestone (in 18 months)

FY21 Annual Milestones (Q4)

LBNL and NREL will measure electrolysis performance using
50 micron commercial Nafion and one AEM at 40, 60, and
80°C and compare results to establish baseline required for

Description: Incorporating experiment and modeling, down-select AEM operating
conditions (e.g., flow configurations, back pressure, temperature) that show
water-fed (i.e., no supporting electrolyte) AEMWE is a viable pathway, by
demonstrating cell overvoltage within 50 mV (IR free) of a 50 ym commercial

LTEAEM | Q2 Fy22 LTE go/no-go decision. (NREL, LBNL, Q2) Nafion at 1 A/lcm2. (NREL and LBNL)

- COMPLETE Criteria: Demonstrate water-fed AEMWE (i.e., no supporting electrolyte) with a
cell overvoltage within 50 mV (IR free) of commercial 50 um Nafion at 1 A/cm?2.
- Did not achieve; No-Go water-fed AEMWE approach

MS-SOEC (Q4 QPM): MS-SOEC:

Gen 2 cell operated for >500 h at constant inlet steam content | Description: Demonstrate improved performance and durability for Gen-2 MS-

of 50% or higher, current density (chosen to give initial voltage | SOEC cell, with at least 0.8 A/cm? at 1.4 V and <10%/kh degradation at 700°C

around 1.3 to 1.4 V), and temperature around 700°C. Gen 1 with at least 50% steam. (LBNL)

status is: 0.6 A/cm? at 1.4V, 700°C, 50:50 H,0:H,; 15%/kh Criteria: Button cell MS-SOEC operated at 700°C with at least 50% steam

degradation at 0.33 A/cm?. (LBNL) provides at least 0.8 A/lcm2 at 1.4 V and displays <10%/kh degradation over at

- COMPLETE least 200 h continuous operation after initial transients are complete.
- COMPLETE

HTE | P-SOEC: p-SOEC:

HydroGEN: A

Establish correlations between the computational framework
and experiments including electrochemical, FTIR, TGA, and
TPD to determine primary mechanisms affecting formation
and proton/polaron migration. Demonstrate >75% agreement
in prediction of proton formation and/or migration barrier for
BZY and Ce-doped BZY systems. (INL)

- COMPLETE

Hvanced Water Splitting Materials

Description: Develop effective approaches including tuning dopant elements and
their concentrations, manipulating electronic structure of Ce, optimizing operating
condition to achieve high Faradaic efficiency at 1.0 A/cm? by suppressing
electronic leakage of electrolyte materials. (INL)

Criteria: Demonstrate =2 strategies combined to effectively suppress electronic
leakage and achieve an improved Faradaic efficiency >90% at 1.0 A/cm? at
600°C by optimization of electrolyte composition and operating conditions.

- COMPLETE 95




(:p HydroGEN 2.0 Go/No-Go Milestone (in 18 months)

FY21 Annual Milestones

Demonstrate Type |l device with near 1% or better solar-to-
hydrogen (STH) efficiency and near 10 h or better stability tested
at LBNL and/or NREL with the same absorber architecture and

Go/No-Go Milestone (in 18 months)

Description: Demonstrate 5% STH or better efficiency with 50 h or better
durability (within 20% of initial STH) with down-selected device components
and architecture with a membrane or separator, in near neutral pH conditions
with development of a protocol with standardized testing conditions between

PEC device configuration having near-neutral electrolyte and a NREL and LBNL. (LBNL and NREL)
membrane but different cells under ambient conditions and the Criteria: Demonstrate 5% STH or better efficiency with 50 h or better durability
AM 1.5G reference spectrum. (NREL, LBNL, LLNL) in near neutral pH conditions.
- COMPLETE - COMPLETE
Demonstrate a comprehensive STCH material down-select Description: Incorporate experiment and thermodynamic cycle analysis on
process that combines detailed thermodynamic data (e.g., 248 exemplar and predicted material formulations, determine cycle conditions
kJ/mol O <reduction enthalpy <500 kJ/mol O, reduction entropy | (TRED, TOX, reduction pO2, etc.) necessary to achieve 0.1%, 5%, and 10%
that trends more positive with increasing enthalpy) with reaction yields. Assess material viability based on physical limitations exposed
computational methods that incorporate necessary and sufficient | i the cycle analysis.(NREL & SNL)
reactorocondl_tlgns (€.9., maximum reduction temoperature Criteria: 4-5 known STCH oxide materials synthesized and benchmarked
<1,500°C, minimum o?<|dat|on temperature ?500 C, moles relative to CeO, using new performance/technology viability metric. Document
H,/mole oxide determined by reactor modality and solar-to- o ;
) . which rise above or fall below CeO,. Also synthesize and assess 1-2
STCH hydrogen conversion efficiency trade-offs, moles H,O/mole H, materials discovered by computational ML platform
<10) needed to predict best-case material performance. Analysis o . | : , o
will result in a rigorous assessment and ranking of a material's Descrlgfuon: Complete data coll.ectlon from high frhroug.hpu.t first prmcllples
likelihood to meet DOE STCH technology performance targets, calculations and database queries for the reduction/oxidation properties for
which will ultimately inform the down-select process. more than 100 oxides. Demonstrate progress towards machine learning
Demonstration will consist of analyzing one or two exemplar capabilities to correlate composition/ structure features with STCH relevant
materials. (SNL, NREL, LLNL) thermochemical properties.
- COMPLETE Criteria: Identify at least 1 new STCH material formulation based completely
on first principles defect structure calculations and machine learning.
HydroGEN: Aflvanced Water Splitting Materials -Due in FY22 Q3 96




‘lb HydroGEN 2.0 End of Project Milestone (in 3 years)

State of the Art (Point A)

End of Project Milestone (Point B)

Overvoltage for AEMWE operation with DI water is in excess of Demonstrate overvoltage for AEMWE operation with deionized water that is

100 mV of Nafion 112 at 2 A/cm?2. within 50 mV of Nafion 112 at 2 A/cm?.

LTE AEM Demonstrate an overvoltage increase for AEMWE operation with deionized
water that is within 0.15 mV/h during 500 h of operation at 1 A/cm?2.
(NREL, LBNL)

MS-SOEC: MS-SOEC:

Metal-supported oxygen-conducting SOEC (MS-SOEC) button Demonstrate metal-supported oxygen-conducting SOEC (MS-SOEC) cells

cells have demonstrated 0.6 A/lcm2 at 1.4 V, 700°C, 50:50 H,O:H,; | with >1 A/lcm?2 at 1.4 V, 700°C, 50:50 H,O:H,, and <5%/kh degradation with a

and 15%/kh degradation at 0.33 A/cm? over 1,000 h of operation. | minimum of 500 h testing. Validate performance for a large-format cell of >40
cm?. (LBNL)

p-SOEC:

HTE The proton conduction is not well understood and a low Faradaic -SOEC:

efficiency (<80%) has been observed in p-SOEC when the state- g ’ - .

of-the-art electrolyte materials are used for a given current density evelop a robust, energy-efficient, aond rellable electrolyte, for protonj .

(e.g., > 0.5 Alcm? at 1.3 V) conducting SOEC (p-SOEC) at 500 —.600 C, that has protoq conductivity
>0.02 S/cm? at 600°C, by understanding the proton conduction and
electronic leakage mechanisms. Achieve >95% Faradaic efficiency when
steam concentration is >50% at 600°C or lower (>1 A/cm? at 1.3 V) tested for
a minimum of 500 hours. (INL)

Tens of hours of durability is common for high efficiency PEC Demonstrate a complete device assembly and neutral pH conditions that

systems. For short-circuit demonstrations in neutral pH at STH achieve >220 h durability at short circuit and >5% STH efficiency (system).

>10%, a photocathode has operated for 200 h in pH 7 without a Scale-up to a hand-held >4 cm? active area device that will split water under
PEC membrane separator—setting a component baseline—and a direct sunlight ilumination with appreciable bubble generation. (NREL, LBNL,
photoanode for 110 h in pH 9.3 with a bipolar membrane is LLNL)

considered the system baseline.
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‘lb HydroGEN 2.0 End of Project Milestone (in 3 years)

AWS

STCH

State of the Art

Materials evaluation protocols are largely absent as is a rigorous
assessment of the potential for the known pool of candidate
materials to meet DOE STCH technology performance targets
such as $2/kg H,, 26% solar to hydrogen (STH) energy conversion
ratio, and 2.1E-06 kg/s per m2 1-sun hydrogen production rate.

Materials that efficiently and cost effectively produce H, remain
elusive because increasing capacity (Ad at lower Tggp) and
reaction yield (oxidation @ minimum H,O:H, ratio) in non-
stoichiometric oxides has not been demonstrated. These properties
are anti-correlated and deeply rooted in thermodynamic behavior
dictated by a material’s composition and electronic structure.

End of Project Milestone (in 3 years)

Use the technology assessment methodology derived during the course of
this project, and baselined or “calibrated” against the CeO, cycle, to evaluate
material viability. The new metric natively incorporates material
thermodynamic behavior (such as reduction enthalpy, reduction entropy, H,
production capacity (Ad), and H, yield) weighted by pertinent factors that
impact solar-to-hydrogen conversion efficiency. The metric accounts for
material-specific cycle dynamics and plant operational modality. A selected
group of known and new materials (i.e., best materials produced by
HydroGEN seedling projects) will be evaluated for their potential to meet
DOE STCH technology performance targets.

Demonstrate theory-guided design of materials using machine learning (ML)
by establishing the correlations between thermochemical properties and the
underlying structure/composition features for a large number (>1,000) of
compositions and structures. Identify and validate materials that optimize the
capacityl/yield tradeoff via high reduction entropy mechanisms.
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